	132. There are no parts that set the maintenance cycle in the MK-732.

	

	Select the right answer

	

	
	True

	
	False


	126. Select the reason that the PET parts are attached on the lower part of the punch unit of the PK-522.

	

	Select the right answer

	

	
	To drop the punch scraps into the scrap box.

	
	To reduce the noise.

	
	To improve the paper conveyance.


	094. The rear gripper of the SD-510 is installed to prevent the misalignment of the stacked paper when the rear stopper moves.

	

	Select the right answer

	

	
	False

	
	True


	106. Select the correct paper that supports the overlap conveyance with the FS-532.

	

	Select the right answer

	

	
	Plain, Fine, Coated, Embossed2

	
	Plain, Fine, Embossed2, Tab paper

	
	Plain, Fine, Coated, Book/News


	113. Select all correct usages of the FD alignment plate that is installed to the stacker section of the FS-532.




	

	Select the right answers




	

	
	To align all types of papers in FD direction.

	
	To align the paper that is 230 mm or shorter in FD direction.

	
	To exit the paper bundle.


	097. Select the correct condition for the exit paper tray full detection by the SD-510.

	

	Select the right answer

	

	
	When the paper exit tray sensor /1 (PS120) and /2 (PS121) remains ON during a specified period of time.

	
	When the paper exit tray sensor /2 (PS121) remains ON during a specified period of time.

	
	When the paper exit tray sensor /1 (PS120) remains ON during a specified period of time.


	

	118. Select the correct control to release the main tray full detection on the FS-532.

	

	Select the right answer

	

	
	Turn ON both the tray upper limit sensor (PS14) and the main tray near empty sensor (PS46).

	
	Turn ON the main tray near empty sensor (PS46) only.

	
	Turn ON the main tray upper limit sensor (PS14) only.


	122. PK-522 have 4 paper size sensors and each sensor supports specified paper.

	

	Select the right answer

	

	
	True

	
	False


	087. The SD entrance sensor (PS102) of the SD-510 triggers the operation of the various types of controls, and it also detects the paper which remains in the entrance conveyance section.

	

	Select the right answer

	

	
	True

	
	False


	120. Select the correct adjustment that is conducted when the papers stacked on the main tray are misaligned during the non-staple paper exit by the FS-532.

	

	Select the right answer

	

	
	Staple paper width adjustment

	
	Rewind paddle descent adjustment

	
	Exit guide unit paper width adjustment

	
	FD alignment plate adjustment
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